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GROUNDWATER MONITORING 
 
 
1. Prior to purging each monitoring well for sampling, each well shall be checked for the presence 

or absence of free product.  If free product is present, the thickness shall be measured to the 
nearest 0.01-foot. 

2. Prior to purging, the depth to groundwater shall be measured to the nearest 0.01-foot in all 
monitoring wells.  The groundwater elevations for each monitoring event shall be reported in 
tabular form indicating the top of casing elevation, the groundwater elevation referenced to mean 
sea level and the actual depth to groundwater.   

3. Prior to purging, each monitoring well shall be tested at the depth of the well screen for the 
following parameters: oxidation-reduction potential, pH, temperature, and dissolved oxygen.   

4. Groundwater samples from monitoring wells MW-4 and MW-7 shall be collected quarterly and 
shall be analyzed for the following constituents:  

a. Total Petroleum Hydrocarbons (TPH) measured as gasoline and as diesel; 

b. Volatile Organics Compounds, including: benzene, toluene, ethyl benzene, xylenes (BTEX); 
and methyl tert-butyl ether (MTBE). 

5. During the 4th Quarter 2007, all monitoring wells at the site shall be sampled and analyzed for the 
constituents specified in Item # 4 above. 

6. The 4th Quarter 2007 monitoring report shall include the following information needed to assess 
the site for investigation closure requirements:    
a. A summary of historical land uses, including information describing the petroleum releases; 
b. A summary of investigative and remedial activities conducted at the site; 
c. A remedial effectiveness evaluation.  

 




